CONTROLLER/HOST ADAPTER tele dsc INSTALLATION SHEET 


5 g sti Do mad 
rz FT OR Al a 


BF : 


After completing the steps on the Hard Drive Installation Sheet, pss with the installation of the ADP-50 IDE Host Adapter. 
Before installing the ADP-50 card, ensure the jumper settings are correct for your system. 


Special Note: To run this card as the primary controller, default settings should not be changed. To run this card as a secondary < 
controller, you must change the BIOS ROM address by enabling the jumpers as stated below. Be sure that the primary and 


secondary addresses do not conflict with each other. 


*CAUTION: Before handling the printed circuit board, be sure to ground yourself by touching an unpainted metal surface on your 


j computer system. This wil! prevent any damage occurring to the sensitive circuits. 


STEP 1; Jumper Settings 
The following information shows the factory default jumper 
setting and optional jumper settings for your host adapter. 
Ensure the settings correspond with your system. 
Definition: 0 : jumper not installed (open). 

1 : Jumper installed (closed). 

“: factory default setting. 

jumper:a small plastic block with two pin holes 
designed to connect two pins together. 

BIOS ROM Address (E1 and E2) 


These jumpers allow you to select the BIOS ROM address for 
your system. See Figure 1. 
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Figure 1: ADP-50 IDE Host Adapter. 
STEP 2; Installing the Host Adapter 
1. Ensure the power on your system is turned OFF before 
removing any cables from your system. 


2. Ensure ALL Cables connected to the back of your 
computer are removed. 


3. If not already done, remove computer cover and retain the 
Screws. 


NOTE: Though systems vary, the cover screws on most 
computer cases are located on the back panel. 


4. Remove a slot cover from any available slot. 


5. Connect the following cables to your host adapter: 


NOTE: When installing the cables, ensure the colored 
stripe on the ribbon cable aligns with pin 1 on the drive. 
To locate pin 1 on your hard drive, refer to Figure 1. 


Connect the 40-pin cable from your hard drive to J2 on the 
controller. 


NOTE: The P2 connector on your host adapter is an 
output power connector. Do Not connect any power 
cables from the power supply to it. 


6. insert the card into the open slot. Be sure the card is 
seated firmly and secure it in place, using the original 
screw. See Figure 2. 


40 PIN 


CABLE 


ADP-50 
ke CARD 


m 
oe 


BACK OF THE 
COMPUTER 
SYSTEM 


Figure 2: Card inserting. 


7. Install the computer cover. 
8. Connect ALL cables to the back of the computer system. 


9. Connect the power cord from the computer to the wall 
socket. 


If everything appears to be correct, proceed to your Drive 
Preparation Installation Sheet. 
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